
 

 

SIO BOARD JUMPER CONFIGURATIONS: 
 

When adding an additional OR replacing an existing RS-232 Serial I/O (SIO) Board [ASN: S100-1A2A6-1], 
the jumpers on a basic XVME-490/1 board must be configured to create the correct RS-232 SIO Circuit Card 
Assembly that corresponds to the slot it is to be installed.  The RS-232 SIO jumper configurations for the 
ASOS are defined on Page 2-177 of the ASOS STM (DWG No: 62828-47014).  To determine which 
62828-47014-XX part corresponds to the destination slot, refer to the below table.  Each of these parts are 
idetnified by number in the “STANDARD ASOS PARTS LIST” of the ASOS STM. 

 
Part # Reference Designator(s) Application Location Part Name 

62828-47014-10 1A2A6 7A1A1A2A6 ACU / SCA SIO #2 CCA, SIO, RS-232 
62828-47014-20 1A2A7 7A1A1A2A7 ACU / SCA SIO #3 CCA, SIO, RS-232 
62828-47014-30 1A2A8 7A1A1A2A8 ACU / SCA SIO #4 CCA, SIO, RS-232 
62828-47014-40 1A2A9 7A1A1A2A9 ACU / SCA SIO #5 CCA, SIO, RS-232 
62828-47014-50 1A2A10 7A1A1A2A10 ACU / SCA SIO #6 CCA, SIO, RS-232 
62828-47014-60 1A2A11 7A1A1A2A11 ACU / SCA SIO #7 CCA, SIO, RS-232 
62828-47014-120 7A1A1A2A12 SCA SIO #8 CCA, SIO, RS-232 
62828-47014-70 2A1A2A4 DCP SIO #1 CCA, SIO, RS-232 
62828-47014-80 2A1A2A5 DCP SIO #2 CCA, SIO, RS-232 
62828-47014-90 2A1A2A6 DCP SIO #3 CCA, SIO, RS-232 
62828-47014-100 2A1A2A7 DCP SIO #4 CCA, SIO, RS-232 
62828-47014-110 2A1A2A8 DCP SIO #5 CCA, SIO, RS-232 
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